
ALABAMA DEPARTMENT OF TRANSPORTATION 
DATE:  April 18, 2018 Special Provision No. 18-0313 

EFFECTIVE DATE:  June 1, 2018 

SUBJECT: Load Restrictions for Hauling. 

Alabama Standard Specifications, 2018 Edition, SECTION 105 shall be modified as 
follows: 

SECTION 105   
CONTROL OF WORK 

105.12 Oversize/Overweight Vehicle Permit and Load Restrictions. 
(b) Load Restrictions.  

The Contractor shall comply with all legal load restrictions in the hauling of materials on public 
roads beyond the limits of the project. In the hauling of materials on city streets or county roads, 
it shall be the responsibility of the Contractor to regulate his loads so that damage does not occur, 
regardless of the legal or posted load limit. Maintenance of public roads shall be as outlined in 
Article 104.07. A special permit will not relieve the Contractor of liability for damage which may 
result from the moving of material or equipment. 

Within the project limits, loads shall be so regulated that damage will not occur to base or 
pavement layers and structures, but in no case shall loads exceed the legal load limit unless 
permitted in writing by the Engineer under special conditions. No loads will be permitted on base, 
pavement or structures before the expiration of any required curing period. The Contractor shall be 
responsible for all damage by his hauling and other construction equipment within the project limits. 

Gross weight {mass} tickets for loads delivered to the project will be verified by the Engineer 
that all loads incorporated in the project are within the legal load limit. Required information for 
verification will be secured at the time of delivery; however, verification of weights {masses} may 
be made at any time during the project.  

On loads of materials not accompanied by a gross weight {mass} ticket, the Contractor shall 
furnish, upon request of the Engineer, the tare weight {mass} of any truck delivering such materials 
to the project. These truck tare weights {masses}, along with appropriate volumes and conversion 
factors, will be used by the Engineer in determining approximate quantities of materials which may 
be hauled to the project and remain within the legal load limit. If the Engineer feels that the legal 
load limit is being exceeded, he may order the Contractor to verify the weight {mass} of designated 
loads at an approved truck scale.  

Payment will be made only for that portion of a load up to, and including, the legal load limit.  
No payment will be made for any portion of a load exceeding the legal load limit. 
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