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NOTES
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   ANCHOR CURB.
1  3/4" EXPANSION JOINT IS REQUIRED BETWEEN BRIDGE CURB AND END 

   EXISTING BRIDGE CURB.
2  TOP AND SIDES OF NEW CURB SHALL ALIGN WITH TOP AND SIDES OF 

THE END ANCHOR, TYPE SPECIAL.

PRIOR TO FORMING AND CONSTRUCTING THE REQUIRED CURB SECTION FOR

RESPONSIBLE FOR FIELD VERIFYING THE ACTUAL BRIDGE CURB DIMENSIONS 

REFLECT THE ACTUAL BRIDGE CURB DIMENSIONS.  THE CONTRACTOR SHALL BE

THE CURB DIMENSIONS REPRESENT A STANDARD 9" BRIDGE CURB AND MAY NOT

FOR ADDITIONAL DETAILS.
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   15'- 7 1/2" OF CLASS A, TYPE 2 GUARDRAIL, AND THE END SHOE.
4  PAYMENT FOR END ANCHOR, TYPE SPECIAL INCLUDES 19'- 0" OF REQUIRED CURB, 

FOR APPROVED POST TYPE

SEE APPLICABLE END ANCHOR DRAWINGS 

MID-SPAN SPLICE

MID-SPAN SPLICE

END ANCHOR, TYPE SPECIAL.

OF GUARDRAIL FOR THE ENTIRE LIMITS OF THE

THE CONTRACTOR SHALL PROVIDE A CONTINUOUS PIECE 

3  SEE SPECIAL DRAWINGS INDEXES 63001, 63002 AND 63003

NON-MASH STANDARDS
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