
PROJECT NO.
FISCAL
YEAR

SHEET

NO.

AVAILABLE SPACE, DIMENSIONS LESS THAN DESIRABLE SHALL BE AS DIRECTED BY 

FACILITIES.  FOR UNUSUAL CONDITIONS SUCH AS SPECIAL EQUIPMENT OR LIMITED

DISTANCE IS 15 FEET FOR FREEWAY TYPE FACILITIES AND 10 FEET FOR OTHER

DRUMS TO BE AS FAR AS PRACTICAL FROM EDGE OF PAVEMENT. MINIMUM DESIRABLE

FEET OR MORE FROM THE EDGE OF PAVEMENT

FOR USE ONLY WHEN EQUIPMENT CANNOT BE STORED THIRTY

EQUIPMENT PARKING AREA

 50' o.c.

OR

PARKING AREA

DRUMS ALONG EQUIPMENT

REFLECTORIZED CHANNELIZING

 100' 

25'

3
0
'

REFLECTORIZED CHANNELIZING DRUMS

ROAD

WORK

1500 FT

ROAD WORK

NEXT XX MILES
G20-1

ONE LANE

ROAD

1000 FT

50'-100'

WORK AREA

ROAD WORK

END

200'-300'

1500 FT

WORK

ROAD

1000 FT

ONE LANE

ROAD

W20-4

EDGE OF PAVEMENT

TWO LANE HIGHWAY - ONE LANE CLOSED

FOR USE WITH CONES

500'

500'

500'

100'

DELINEATING DETAILS FOR EQUIPMENT PARKING AREAS

500'500'

500'500'

 4' MIN.

5
0
' 

M
IN

(OPERATING)

ROTATING DOME LIGHT (OPERATING)

4-WAY EMERGENCY FLASHERS 

CREW INSTALLING OR REMOVING SIGNS

(PAID FOR UNDER ITEM NO. 740B)

SIGN MOUNTED ON CONTRACTOR'S EQUIPMENT

 (TO BE FURNISHED BY THE CONTRACTOR

7'-0" MIN. DISTANCE ABOVE EDGE OF PAVEMENT

WITHOUT COST TO THE ALDOT)

ONE LANEROAD

WORK

1500 FT

W20-4

1000 FT

ROAD

FOR USE WITH PILOT CAR

TWO LANE HIGHWAY - ONE LANE CLOSED

WORK AREA

200'-300'

ROAD

ONE LANE

1000 FT

W20-4

ROAD

WORK

1500 FT

500'500' 500'

500' 500' 500'

COUNTY ROAD

WORK

ROAD

500 FT

 
IN

T
E

R
S

E
C

T
IN

G
 

R
O

A
D

WORK

ROAD

500 FT

(PROJECT)

500'

500'

W20-1

W20-1

T.C.P. FOR INSTALLING OR REMOVING 

CONSTRUCTION SIGNS

DELINEATING DETAILS FOR 

EQUIPMENT PARKING AREAS

DETAIL FOR PLACEMENT OF W20-1 SIGN

AT INTERSECTING ROADS

NOTE: TRAILER OR VEHICLE WITH 

ORANGE FLAGS OR FLASHING LIGHTS

(NOT REQUIRED FOR A MOVING OPERATION)

C
O

U
N

T
Y
 

R
O

A
D

 INTERSECTING 

ROAD

(
P

R
O
J
E

C
T
)

5
0
0
'

5
0
0
'

WORK

ROAD

500 FT

W20-1

WORK

ROAD

500 FT

W20-1

NOTE: "ROAD WORK AHEAD" 

MAY BE USED IN LIEU OF 

"ROAD WORK 500 FT" SIGN

AS SHOWN.  SEE TCP NOTE 

G20-2

W21-1

POST MOUNTED SIGN

CONES

TEMPORARY MOUNTED SIGN

FLAGGER

LEGEND

FOLLOW ME

PILOT CAR
OF ITEM NO. 740O-000, PILOT CAR)

G20-4 (COST SHALL BE A SUBSIDIARY OBLIGATION 

W20-7
W20-1 

(EXPRY./FRWY)

W20-4

(EXPRY./FRWY)
(EXPRY./FRWY)

(EXPRY./FRWY) (EXPRY./FRWY)
(EXPRY./FRWY)

(EXPRY./FRWY) (EXPRY./FRWY) (EXPRY./FRWY)

(EXPRY./FRWY)

(EXPRY./FRWY)
(EXPRY./FRWY)

W20-7 W20-1 

W20-7
W20-1 

W20-1 
W20-7

NO. 32.  

THE ENGINEER.  SEE TCP NOTE NO. 11 

SEE TCP NOTE NO. 33. 

SEE TCP NOTE NO. 18 

DRAWN - 01/05/07

NOT TO SCALE

REVISED NOTE - ADDED 

PAY PROVISIONS FOR 

DELETED DETAILS FOR 

REVISED NOTE NUMBER

REFERENCES - 08/14/08

ADDED LEGEND - 07/16/09

ADDED PILOT CAR DETAIL

04/05/10

ALABAMA DEPARTMENT

OF TRANSPORTATION

TRAFFIC CONTROL PLAN

DETAILS FOR LANE CLOSURE

TWO LANE HIGHWAY

PILOT CAR AND/OR CONE APPLICATION

REVISIONS

W20-1(MIN) SIGN - 01/30/07

W20-1(MIN) SIGN - 11/27/07

REVISED SIGNS BASED ON

SIGN REVISIONS IN THE 2013 

SPEC./STD. DRAWING BOOK

10/30/12 LOCAL TRANSPORTATION

BUREAU10/6/17

CHANGED BUREAU NAME 

IN TITLE BLOCK -

100' MIN

SEE TABLE 6E-1 OF THE MUTCD PART 6 FOR

DISTANCE OF FLAGGER STATION IN ADVANCE

OF WORK AREA

SEE TABLE 6E-1 OF THE MUTCD PART 6 FOR

DISTANCE OF FLAGGER STATION IN ADVANCE

OF WORK AREA

REVISED LANE CLOSURE

DIMENSIONS 12/16/19

(PLACE 500 FT. PAST THE WORK LIMITS

END

FINES

BEGIN

HIGHER

FINES

HIGHER

R16-3 R16-3a

WHEN WORKERS
ARE PRESENT

ADDED R16-3 AND R16-3a 

SIGNS 4/5/21

OR SEE TCP NOTE NO. 30)

(PLACE IN ADVANCE OF THE WORK LIMITS

OR SEE TCP NOTE NO. 30)

OR SEE TCP NOTE NO. 30)

(PLACE WITHIN 500 FT. OF THE WORK LIMITS

ADDED REFERENCE TO TCP

NOTE 30 4/13/21

HIGHER

R16-3b

WHEN WORKERS
ARE PRESENT

FINE

ZONE

SEE TCP NOTE NO. 30

ADDED R16-3b SIGN 11/15/21


	Text1: 
	Text2: 
	Text3: 


